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FIG. 3
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LEVER ASSEMBLIES AND METHODS

CROSS REFERENCE TO RELATED
APPLICATION

This application claims priority to U.S. Provisional Patent
Application Ser. No. 61/635,630 which was filed on Apr. 19,
2012, the entirety of which is incorporated by reference
herein.

TECHNICAL FIELD

The present disclosure relates to actuation systems in gen-
eral and more particularly internal lever assemblies and meth-
ods.

BACKGROUND

Many designs are available for dictating the control of
mechanical devices between one location and another loca-
tion. These systems can include cabling systems and/or
hydraulic systems, but typically, the systems have cables and
or hydraulics that exist outside and act as an encumbrance
when utilizing the device associated with the systems. For
example, bicycle braking systems typically have a lever asso-
ciated with the handlebar of the bicycle and a cable that
extends from the lever outside the handlebar and down to the
braking assembly that is associated with one or more of the
wheels of the bicycle. These cables can cause problems for
the rider during use and/or storage of the bicycle. The present
disclosure provides internal lever assemblies and methods.

SUMMARY OF THE DISCLOSURE

Lever assemblies are provided that can include: an enclo-
sure; a lever pivotably coupled to the enclosure; one member
extending from one end to another end, the one end of the one
member floating within the enclosure and the other end of the
one member pivotably coupled to the lever; and another mem-
ber extending from one end to another end, the one end of the
other member pivotably coupled to the lever and the other end
of the other member pivotably fixed to the enclosure.

Methods for providing force from a lever associated with
an enclosure are provided with the methods including: pro-
viding a lever pivotably coupled to an enclosure and extend-
ing along a length of the enclosure in one cross section;
compressing the lever toward the enclosure to extend a mem-
ber within the enclosure and provide force along the length of
the enclosure with the member.

BRIEF DESCRIPTION OF THE DRAWINGS

Embodiments of the disclosure are described below with
reference to the following accompanying drawings.

FIGS. 1A-1B depict a lever assembly in at least two con-
figurations.

FIG. 2 is a depiction of an enclosure such as a handlebar
according to an embodiment.

FIG. 3 is another view of an enclosure such as a handlebar
according to an embodiment.

FIG. 4 is a view of a handlebar grip according to an
embodiment.

FIG. 5 is another view of the grip of FIG. 4 according to an
embodiment.

FIG. 6 is another view of the handlebar of FIGS. 4 and 5
according to an embodiment.
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FIG. 7 is a view of a lever assembly according to an
embodiment.

FIG. 8 is a cross-sectional view of the grip of FIG. 7
according to an embodiment.

FIG. 9 is another view of the grip of FIG. 7 according to an
embodiment.

FIG. 10 is a view of the grip of FIGS. 7-9 in one position
according to an embodiment.

FIG. 11 is a view of the grip of FIGS. 7-10 in another
position according to an embodiment.

FIGS. 12 and 13 are views of a lever assembly according to
an embodiment of the disclosure.

FIGS. 14 and 15 are cross sectional views of the lever
assembly of FIGS. 12 and 13 according to an embodiment of
the disclosure.

FIGS. 16-19 are views of a lever assembly according to an
embodiment of the disclosure.

DESCRIPTION

This disclosure is submitted in furtherance of the constitu-
tional purposes of the U.S. Patent Laws “to promote the
progress of science and useful arts” (Article 1, Section 8).

The lever assemblies and methods will be described with
reference to FIGS. 1-19. Referring first to FIG. 1A, an assem-
bly 10 is shown that includes an enclosure 12 pivotably asso-
ciated with a lever assembly 14. The lever assembly 14 can
include a main member 16 that extends pivotably from enclo-
sure 12 via a pivotal coupling 24. Pivotably coupled can
include but is not limited to a shaft engaging one or more
openings or recesses that engage the shaft and allow for the
shaft to rotate about its lengthwise axis within the one or more
openings. Levers and/or members, for example, can be
coupled to the shaft allowing for the levers and members to be
pivotably associated with a construct that forms the one or
more openings and/or is associated therewith.

Enclosure 12 can extend from one end 13 to another end 15
along an axis 17 in at least one cross section. Lever 16 can
extend lengthwise from a one end to another end along axis 17
in the at least one cross section. Lever 16 can be pivotably
coupled to enclosure 12 at a point 24 distal from the other end
15 of enclosure 12, for example.

Assembly 10 can include one or more members 18 and 20
for example. Assembly 10 can include at least two members
pivotally associated with member 16, a member 18 and a
member 20. For example, member 18 can be associated with
the other end 15 of enclosure 12, while member 20 is more
closely associated in physical location with the central por-
tion of enclosure 12, or the one end 13 of enclosure 12.
Members 18 and 20 are pivotably associated with member 16
via a pivotal coupling 22.

Coupling 22 can be configured to float or ride against lever
16 during actuation. For example, as force is applied to lever
16, coupling 22 may move along the axis of lever 16. One of
the members can extend from one end to another end with the
one end of the one member floating within enclosure 12 and
the other end of the one member pivotably coupled to lever 16
via coupling 22, as depicted as member 20 in FIG. 1A for
example. Another member can extend from one end to
another end with the one end of the other member pivotably
coupled to lever 16 via coupling 22 and the other end of the
other member pivotably fixed to enclosure 12 as shown FIG.
1A at26. For example, the other end of the other member can
be pivotably fixed proximate to the other end 15 of enclosure
12. Accordingly, the other end of the other member can be
pivotably fixed distal to the other end of enclosure 12. In
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accordance with alternative configurations, an end of member
18 can be configured to float while an end of member 20 can
be pivotably fixed.

One or both of these members can reside along axis 17 for
example. In accordance with example configurations, one or
both of the members can reside between the other end 15 and
the end 13 and/or coupling 24. As an example, the one end of
the one member can oppose the other end of the other mem-
ber.

In accordance with example configurations, while end 26
of member 18 is pivotably affixed, an end of member 20
within enclosure 12 may be free to move in one or more
directions associated with the force applied to lever 16; along
axis 17 is just one of the one or more directions. In accordance
with other example configurations, an end of member 20 can
be pivotally affixed within enclosure 12, and end 26 may be
free to move within enclosure 12 consistent with the force
applied to lever 16 via a rolling or traveling pivotal coupling.
As FIG. 1A shows, mechanism 14 is shown in one position,
with the lever 16 biased in the upward or unengaged position.
Referring to FIG. 1B, assembly 14 is shown in another posi-
tion wherein lever 16 is in the engaged or compressed posi-
tion.

Referring next to FIG. 2, assembly 30 is shown that is
configured as a vehicle lever assembly, for example, a handle-
bar, such as a tubular handlebar. Assembly 30 can include a
main bar or enclosure 32 extending between one end 31 and
another end 33. Grip portion 34 having a lever 36 associated
with the grip portion can be associated with either or both of
ends 31 and/or 33. Referring to FIG. 3, another view of the
terminus of the handlebar is shown. Referring to FIGS. 4-6,
alternative views of the terminus or grip portion of the handle-
bar are shown that include lever 36 coupling 42 and/or mem-
bers 38 and 40.

Referring to FIG. 7, another view of the terminus of the
grip portion is shown to include lever 36 having distal and
proximate members 38 and 40 pivotally associated via pivotal
coupling 42 therewith. Lever 36 can be pivotally associated
with enclosure 32, for example, via pivotal coupling 44.

Referring to FIG. 8 and FIG. 9, side cutaway views of the
grip portion of the handlebar are shown. In accordance with
these views, member 38 is pivotally affixed within enclosure
32 via a fixed pivotal coupling 46, and member 40 is pivotally
associated with a biasing and control assembly 50.

Biasing and control assembly 50 can include a biasing
member 52 such as a spring. It can also be configured to be an
actuator to provide hydraulic force within tubing associated
with assembly 50. This tubing can be associated with a
hydraulic braking system for use on a bicycle, for example.

Referring to FIG. 9, member 40 can be pivotally coupled to
assembly 50 via member 54 that extends into assembly 50.
Referring to FIG. 10 and FIG. 11, at least the grip portion of
the handlebar is shown in two configurations. In FIG. 10, the
grip portion is shown in a compressed configuration, wherein
member 38 and 40 are compressed within enclosure 32,
thereby actuating assembly 50 to provide, for example,
hydraulic pressure to a hydraulic braking system comprising
a hydraulic line 94, thereby engaging the braking system. In
FIG. 11, the assembly is shown in an uncompressed form
wherein the lever 36 such as a braking lever is biased in the
upward position, showing member 40 pivotally attached to
member 54 via coupling assembly 56. Stop 39 fixes member
38 within enclosure 32

Referring to FIGS. 12-15, lever assemblies 70 are provided
that can include an enclosure 72 having a grip assembly 74
and a lever 76 pivotably associated with enclosure 72. In
accordance with example implementations, lever 76 can
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include a shroud 77 that may extend the length of lever 76. In
accordance with example implementations, lever 76 can be
pivotably coupled at 84 to enclosure 72. With particular ref-
erence to FIG. 15, member 80 can have one end pivotably
fixed within enclosure 72 and another end pivotably coupled
at 75 to lever 76. Member 78 can have one end be pivotably
coupled at 75 and another end floating within enclosure 72. In
accordance with example implementations, assembly 70 can
be configured to operatively engage a cable 90 providing
force against the cable in a direction along the axis of enclo-
sure 72 toward an end of enclosure 72. Referring to FIGS.
16-19, according to another embodiment, assembly 100 can
include a lever 106 having a shroud 107. In accordance with
example implementations, the assemblies can include open-
ings configured to receive the shrouds.

In accordance with the assemblies of the present disclo-
sure, methods for providing force from a lever associated with
an enclosure are provided. The methods can include provid-
ing a lever pivotably coupled to an enclosure and extending
along a length of the enclosure in one cross section. The
methods further provide for compressing the lever toward the
enclosure to extend a member within the enclosure and pro-
vide force along the length of the enclosure with the member.
In accordance with example configurations, the force can be
provided along the length of the enclosure away from a ter-
minus of the enclosure. In accordance with another example
configuration, the force can be provided along the length of
the enclosure toward a terminus of the enclosure.

In the hydraulic line configuration and/or the cable con-
figuration, the lines and/or cables can be operatively coupled
to another assembly to actuate same. The members and/or
couplings of the present disclosure can be manufactured from
metal and/or plastic, such as aluminum and/or polybutadiene,
for example.

In compliance with the statute, embodiments of the inven-
tion have been described in language more or less specific as
to structural and methodical features. It is to be understood,
however, that the entire invention is not limited to the specific
features and/or embodiments shown and/or described, since
the disclosed embodiments comprise forms of putting the
invention into effect.

The invention claimed is:

1. A lever assembly comprising:

a tubular enclosure, the tubular enclosure extends from one
end to another end along an axis in at least one cross
section;

a lever comprising a body with two ends and one of the
ends is pivotally coupled within the enclosure at a first
point within the enclosure, the lever extending length-
wise along the axis in the at least one cross section;

a first member extending from one end to another end, the
one end of the first member slidable within the enclosure
about a second point and along the axis within the enclo-
sure, and the other end of the first member slidably
engaging the body of the lever; and

a second member extending from one end to another end,
the one end of the second member pivotably coupled to
the other end of the first member, and the other end ofthe
second member pivotably fixed within the enclosure at a
third point within the enclosure, the first, second, and
third points being spaced apart from one another along
the axis within the tubular enclosure.

2. The lever assembly of claim 1 wherein the lever further

defines a groove extending along the body of the lever.
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3. The lever assembly of claim 2 wherein the pivotal cou-
pling of the one end of the second member to the other end of
the first member is engaged within the groove extending
along the body of the lever.

4. A vehicle lever assembly comprising:

atubular handlebar extending between one end and another
end;

a pair of handlebar grip assemblies, one at each end of the
tubular handlebar and extending from one end to another
end along an axis in at least one cross section, each grip
assembly comprising:

a lever comprising a body with two ends and one of the
ends is pivotally coupled within the tubular handlebar
at a first point within the handlebar, the lever extend-
ing lengthwise along the axis in the at least one cross
section;

a first member extending from one end to another end,
the one end of the first member slidable within the
handlebar about a second point and along the axis
within the handlebar, and the other end of the first
member slidably engaging the body of the lever; and

a second member extending from one end to another
end, the one end of the second member pivotably
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coupled to the other end of the first member, and the
other end of the second member pivotably fixed
within the handlebar at a third point within the handle-
bar, the first, second, and third points being spaced
apart from one another along the axis within the tubu-
lar handlebar.

5. The vehicle lever assembly of claim 4 wherein the sec-
ond point is between the first and third points along the axis.

6. The vehicle lever assembly of claim 4 wherein the sec-
ond point is between one of the ends of the handlebar and the
first point.

7. The vehicle lever assembly of claim 4 wherein the lever
further comprises a shroud.

8. The vehicle lever assembly of claim 7 wherein each of
the grips further defines an opening configured to receive at
least a portion of the shroud.

9. The vehicle lever assembly of claim 4 further comprising
a hydraulic line coupled to the one end of the first member.

10. The vehicle lever assembly of claim 4 further compris-
ing a cable coupled to the one end of the first member.
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